
Please check our Lady Effects range for 
different effects on your walls.
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Lady Effects
Pearl

Lady Effects
Glaze

Other effects could be done with Lady Effects 
Stucco Antica, please check Jotun Techniques brochure.
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Lady Effects
Metallic

Product description

Lady Effects Stucco Antica is a water based, coloured paste which 
creates attractive marble effects on interiors. Lady Effects Stucco 
Antica produces a finish which is a blend of opulence as well as 
antiquity thereby offering numerous colourful solutions for 
interior decoration.

Recommended use

Ideal for design oriented interiors.

Highly recommended for prestigious interiors such as hotels, 
restaurants, luxurious villas, palaces, mosques, museums, art 
galleries, foyers, lobbies etc.

Could be applied on cement plaster, concrete, gypsum board, 
MDF and plywood.

Technical information

Theoretical spreading rate: 0.7-1 kg/sq.m/coat

Limited colour range on Jotun Multicolor machine that could be 
used on different base coat colours.

Solids (vol%): 49±2 according to the ISO 3233:1998 (E) 

Preparation and application

The surface must be dry, clean and completely free from all loose 
materials in order to apply a coat of Jotun wall primer.

Lady Effects Stucco Antica is to be used as a top coat on a 
background of 2 coats of Fenomastic Emulsion Matt paint.

The temperature of the substrate should be min. 10˚C and min. 
3˚C above the dew point of the air, temperature and relative 
humidity measured in the vicinity of the substrate. 

Recommended tools: Spatula and Trowel  

Lady Effects Stucco Antica base must be mixed well with the 
Stucco Antica Colourant before use and it can be diluted with 
water.

Typical Paint System

On cement plaster, concrete, gypsum board, MDF, plywood 
etc: 
PVA primer/Fenomastic emulsion primer 1 coat
Stucco 2 coats
Fenomastic Emulsion Matt  2 coats
Lady Effects Stucco Antica 3-4 coats

Other systems may be specified, depending on area of use.



Rose 3277
Base coat: S 1040 R10B

Cherry 3278
Base coat: S 2040 R10B 

Cerise 2649
Base coat: S 2050 Y90R

Blush 2648
Base coat: S 1050 Y90R

Clay 10124
Base coat: S 2030 Y20R

Skin 2652
Base coat: S 2020 Y50R

Viridian 7464
Base coat: S 4020 G10Y

Sand 10120
Base coat: S 1010 Y40R

Coladon 7466
Base coat: S 1010 G30Y

Emerald 7467
Base coat: S 2040 G10Y

Terracotta 10122
Base coat: S 1020 Y40R

Organic 8372
Base coat: S 2020 G50Y

Spring 7465
Base coat: S 1040 G10Y

Dune 10121
Base coat: S 1020 Y20R

Earth 10119 
Base coat: S 1040 Y30R

Sea Green 6065
Base coat: S 1020 B50G 

Persian 6063
Base coat: S 1040 B50G 

Teal 6064
Base coat: S 3040 B50G 

Baby blue 4568
Base coat: S 0520 R80B 

Lotus 4567
Base coat: S 2040 R50B 

Rose Quartz 3276 
Base coat: S 3020 R10B 

Silver 9944 
Base coat: S 2500N 

Mauve 4570
Base coat: S 2020 R50B 

Taupe 3275 
Base coat: S 5010 R10B 

Grey 9943 
Base coat: S 3500N 

Thistle 3279
Base coat: S 3010 R10B 

Slate 4566 
Base coat: S 5010 R70B 

Arseni 10123 
Base coat: S 4502Y 

Maya 4569
Base coat: S 2040 R80B 

Turquoise 5321
Base coat: S 2050 B10G 

Lady Effects Stucco Antica Colour
To get the effect shown in the samples below, apply Lady Effects Stucco Antica onto small areas by using a spatula, smoothen the paste to obtain a truly leveled 

surface. A gloss can be achieved by rubbing the product with a trowel when wet or dry. Repeat the same process of application at least three to four times to 

obtain a very smooth, marble like appearance. To increase the gloss further and to prevent water absorption and increase washability, one coat of special wax 

can be applied with cotton wool followed by polishing preferably seven days after Lady Effects Stucco Antica application. It is highly recommended that Lady 

Effects Stucco Antica be applied by a skilled and professional painter. A Multicolor machine can provide up to 130 colours of Lady Effects Stucco Antica. 

Shown samples indicate correct colours. Due to differences in production methods, pigments and gloss levels, deviations can occur between the samples, the delivered products and the standard references. Different batch numbers should be blended before use. Jotun cannot accept responsibility for slight variations in shades reproduction.
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